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PD - 6x07 Customer Display Utility Tool

User’s Manual

FCC Notes: Rev. : Original

This equipment generates, uses, and can radiate radio frequency energy and, if not
installed and used in accordance with the instructions manual, may cause interference
to radio communications. It has been tested and found to comply with limits for a Class
A digital device pursuant to subpart J of Part 15 of FCC Rules, which are designed to
provide reasonable protection against interference when operated in a commercial
environment. Operation of this equipment in a residential area is likely to cause
interference in which case the user at his own expense will be required to take whatever
measures to correct the interference.

Warranty Limits:

Warranty terminates automatically when any person other than the authorized
technicians opens the machine. The user should consult his/her dealer for the problem
happened. Warranty voids if the user does not follow the instructions in application of
this merchandise. The manufacturer is by no means responsible for any damage or
hazard caused by improper application.

About This Manual:

Posiflex has made every effort for the accuracy of the content in this manual. However,
Posiflex will assume no liability for any technical inaccuracies or editorial or other
errors or omissions contained herein, nor for direct, indirect, incidental, consequential
or otherwise damages, including without limitation loss of data or profits, resulting
from the furnishing, performance, or use of this material.

This information is provided “as is” and Posiflex Technology, Inc. expressly disclaims
any warranties, expressed, implied or statutory, including without limitation implied
warranties of merchantability or fitness for particular purpose, good title and against
infringement.

The information in this manual contains only essential hardware concerns for general
user and is subject to change without notice. Posiflex reserves the right to alter product
designs, layouts or drivers without notification. The system integrator shall provide
applicative notices and arrangement for special options utilizing this product. The user
may find the most up to date information of the hardware from web sites:
http://www.posiflex.com or http://www.posiflex.com.tw

All data should be backed-up prior to the installation of any drive unit or storage
peripheral. Posiflex will not be responsible for any loss of data resulting from the use,
disuse or misuse of this or any other Posiflex product.

All rights are strictly reserved. No part of this documentation may be reproduced,
stored in a retrieval system, or transmitted in any form or by any means, electronic,
mechanical, photocopying, or otherwise, without prior express written consent from
Posiflex Inc. the publisher of this documentation.

© Copyright Posiflex Technology, Inc. 2013

All brand and product names and trademarks are the property of their respective holders.
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GRAPHICS DISPLAY TOOL FOR PD SERIES

ABOUT THE TOOL
The PD-6X07 customer display utility tool is designed to handle image
and character reproduction on a specific customer display device: image
display processing fundamentals, character settings, system parameters and
advanced configuration. Before a formal startup, a virtual COM port is
required to enable, then a serial port is available. The AP using RS232
port can enable COM port protocol by installing available USB virtual
COM port driver. This utility tool provides end user an alternative to present
an optimal visual output.

FEATURES
Idiot-proofing UI functionality
Smart display control
Accessible Ul for intended output
Configurable start-up notification screen
Resizable image and character setting function
Scrolling text marquee
Screen saver

FUNCTIONAL GUIDE
Posiflex customer display utility tool offers a complete, user-friendly
and accessible interface for user to easily configure optimized settings.
The following explanations are basic main menu items you may find
when you operate on a utility tool.

Note: For minimal system requirements of PD6x07 utility tool,
A virtual COM port is required for enabling in a Windows-
based environment before a formal startup as follows:

(M Paxt: |COM3 =]

Baund Fate: IE‘EEIEI - I

The virtual COM port has closely tied configuration with user’s
customized PC hardware configuration in a Device Manager in
Control Panel in a Windows-Based environment.
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Basic Setting
The Basic Setting tool window is intended for configuring font and
background, as well as display line and character count.

e L Clss Sarial Port | POSIFLE
Baud Rate IQEDD -

{ERHE BRHEE | Gramhis Setting | dvanced Seting | D Ssting |

Display Backeround Color Text Font Color Text Beckground Color
0 o 1= - [ =255 [ [ =55 | [ 255 | [o 0 128 -
R G B _| R G B _l R G B _l
Apply Setting Apply Setting | ADply Setting I
Text Avea Mode [Helf_FD_Size_Top |~ Text Font Color (B Row) Texct Background Color (By Row)

— | |[=0 [ [z | [ [=6 [2% |
Dietoalog ? = R G B | R G B |
Rl larir T || 2ow uber [t =|| RowNamber T =

ApplySating | Apply Seffing | Apply Setting |

Read Configurstion | Reset Configuration | Exit Application |

3 main parts are categorized for Basic Setting: Display Background
Color, Text Font Color, Text Background Color Calibration

1) Display Background Color
This Display Background Color enables user to customize
color settings then apply settings.

Display Background Color
I ] I 0 I 128
R G B

—
Apply Sething |

Note: By entering a customized number set individually in the
above 3 blank spaces on a form, a color display is shown
accordingly.

Text Area Mode
This sub-menu enables user to customize PD font color, line
color and available line number.
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Drizplacr Line 2

Dizplay Character 20

Text Ares Mode IHa]f_PD_Size_TDp j

Apply Sething

a

Text Area Mode: set text area mode (Full_PD_Size, Half PD_
Size_Top, Half_PD_Size_Down,
Half PD_Size_Right, Half PD_Size_Left)

Display Line: set available line number (max. 12)
Display Character: set available character number (max. 40)

2) Text Font Color / (By Row)

This Text Font Color enables user to configure text color .

Apply Sething

Text Font Color
I 255 I 255 I 255
R B O

This Text Font Color enables user to configure text default color

by row.
Text Font Colar (B Eow)
I 256 I 256 I 256
R G B

1 o

-

Apply Betting |

Fow Number :

Note: To enable Text Font Color (By Row) function, the
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Display Area Mode has corresponding number in line
with Row Number.

1)

2)
3)

4)

5)

Set display line number (max. 12, row number voids if
more than a max line count.)

Select the preferred color in a palette

Set the bounded row number no more than a display
line number shown

Apply Setting then display on a device by sending text
on a Demo Setting panel

Cancel a certain Text color line and set a default
R.G.B value each for 256 to display a contrasted Text
Color.

3) Text Background Color / (By Row)
The Text Background Color enables user to configure
text background settings.

Text Background Calor
I a I 1] I 124
R G B

Apply Setting

i

The Text Background Color enables user to configure default
ext background color by row.
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Text Backgrownd Color (B Eow
I 256 I 256 I 256
R G B

Eow Mumber :

Apply Bething

L

Note: To enable Text Background Color (By Row) function,
1) Set display line number (max. 12, rowumber voids if
more than a max line count.)
2) Select the preferred color in a palette
3) Set the bounded row number no more than a display
line number shown
4) Apply Setting then display on a device by sending text
on a Demo Setting panel

tes

5) Cancel a certain Back Color line and set a default
R.G.B value each for 256 to display a contrasted Text
Back Color.

Graphic Setting

The Graphic Setting tool window is designed to assist user in
configuring available photo on a customer display device.
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1 Posif] rie Revision 357
COM Port: [Co0 POSIFLE
Closs Serial Port ﬁl
Baud Rate: QEUD

Besi Setting {Orsphic S5fing { 4dvanced Setting | Demo Sstiing |

hics Displagr Tool for PD S

[Folereeniom =] | Dawnlsad Album | ‘
i e
Add I Select Logo I
Lelet: I Dielete rags I
whonrselcted I Ereview ligzn I
gl e |
Read Contiguration Reset Configuration Exit Application

This sub menu enables user to capture, apply then display available
photo on a specific customer display while immediately displaying
available photo on a device or enabling a startup.

General Photo Display Configuration
The General Photo Display Configuration enables a user to display
photo in a real-time mode.

—File

add

Delete I
ahow elected) |

1) Select from pull-down menu: PosterAlbum or FullscreenAlbum
2) Press +/- key to Add or Delete photo
3) Select DownloadAlbum to store all the desired photos

Note: PosterAlbum option is designed for real-time photo display

on a Product Picture Slide Show sub-menu in Advanced
Setting; FullscreenAlbum for screen saver on a Screen
Saver.
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Start-up Screen Photo Display Configuration
The Start-up Screen Photo Display Configuration enables a user to
preview or display photo on an entry screen while enabling a startup.

~Lagn

Select Logo

Delete Lo za

Ereviews oo
T awloed a0 e

1) Select Logo => Download Logo => Preview Logo

Advanced Setting

The Advanced Setting function is designed to facilitate the overall
PD display performance.

COM Port: [C0ME7 hoee Sexinl Pom POSIFLE,
| i —|

Blsis Seftine | Gronhis Settine { Advancad Sating | Demo Settine |

Commend Mode [EPSON I o Cade Page | ok sy |
etting

Dievice Baud Rate BPS 115200 International Chﬂmchar USA

Produst Bicture Slide Show ¢ On  Off Select Firmyare | Dowaload Fimere |
CrgmFatn =

Picture Scale | ] e |

Skide Show Speed | 1n s Setimg ‘

Screen Saver om0 Off
Soreen Saver Scale [DrigmalRatio

Wait I 0 £
Slide Show Spesd |

Apply

Read Configuration I Resst Configuration Bzt Application

1) Proprietary Device Setting
Select the desired maker for a specific command mode
and customize a device baud rate.
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Command Mode ¥
Dievice Band Fate |EIPS_1 15200 ;l

2) Product Picture Scale Mode

Froduct Ficture Slide Showe & On © Off

Picturs Scale |OriginslRatin =] T
10| o Setting

alide Show Speed

Product Picture Slide Show: On/Off
Picture Scale: Original Ration / Fill Graphic Area

Slide Show Speed: Customized/ no limit

3) Screen Saver Mode
SCIBENL Baver O on = Off
Soreen Saver Seale IDr@lﬂRaﬁﬂ ;I

Wit I 0 B0
Lpply
Slide Show Speed | 10 e oetiing

Screen Saver: On/Off
Screen Saver Scale: Original Ration or FullScreen

Wait: Customized / No limit
Slide Show Speed: Customized / No limit

4) Code Page Mode
PC437 -
Code Page I J Apply

Tnternational Charscter | ~] Betting

Code Page: PC 437, KATAKANA, PC_850 Western_Euro,
PC_860 Portuguese, PC_863_Canadian_French,
Part 9




PC_865_Nordic, PC_866_Clyrillic2, PC_864_Arabic,
PC_858_Euro, PC_737_Greek, W1257_Baltic,
W1253_Greek, Maxium

International Character: USA, France, Germany, England,
Denmark_1, Sweden, Italy, Spain,
Japan, Norway, Denmark_2, Croatia
5) Firmware Download/Select

Zelect Fimmware

Download, Fiomwsare

Select Firmware: select a located firmware

Download Firmware: download a located firmware for
automatic upgrade

Demo Setting

This Demo Setting tool is designed to help calibrate text item for optimal

output

COM Port ICOM3 I
Close Serial Port
Band Rate: QEDD

POSIFLEX
7
Basio Setting | Graphic Ssting | Advanced Settine
i Text Cursor Control Text Area Screen Control
on | o ClearSoresn | Overwrite Mode
w | HOME Clear Line Tertical Seroll
LEFT | RIGHT | LeitMos Horizonts] Serall

DOWH | Right Mot

—Drmamic Text Control

1. Text Position I I Change Position |
X Y

2. Text Font Color

3.Text Back Color

N
R G B_| R G B_|

4 Display String | Send Text |
Moving Sign String
| Send Text | ‘
Read Configuration Eeset Configuration Exit Application |
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1) Text Cursor Control

2)

This TextCursor Control tool is designed to help locate cursor on a
customer display device.

- Text Cursor Control 1
ON | oFf
Up HOME
LEFT | RIGHT |  LeftMost
DOWN Right-Most

UP: move cursor upward

Down: move cursor downward

Left: move cursor to the left side

Right: move cursor to the right side

On: cursor on

Off: cursor off

Home: move cursor to the home side
Left-Most: move cursor to the leftmost side
Right-Most: move cursor to the rightmost side

Text Area Screen Control
This Text Area Screen Control is designed to help calibrate screen settings.
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Text Area Screen Control

Clear Boreen Cverwrite Mode
Clear Line Vertical Semoll
Horizontal Serall

Clear Screen: clear off screen display message

Clear Line: clear off line display message

Overwrite Mode: overwrite original text string with a newly appended

text string in the beginning line if cursor moves in the
bottom line end.

Vertical Scroll: delete the text string in the beginning line, a newly
appended text string displays in the beginning area of a
bottom line with each one line up text string, if cursor
moves in the bottom line end.

Horizontal Scroll: a newly appended text string displays in the end line,

3) Dynamic Text Control
This Dynamic Text Control is used to help mange position, color and

string settings.

squeeze out the leftmost text string in the end line and
leave unchanged for the rest lines, if cursor moves in
the bottom line end.

Diymamic Text Control

1.Text Position I I Chamnge Position |
= W

4 Display String |

2 Text Font Color 3 Text Back Color
L0 0 /ey 1 1 /i
R G B : I R G B 5 I
Send Text I

Text Position: move cursor anywhere no more than a maximum row and

line customized limit

Text Font Color: select the desired text font color in a palette

Text Back Color: select the desired text background color in a palette
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Display String: type, send and display the desired still text

’7Moving Sign String

Bend Text |

Scrolling Text String: type, send and display the desired scrolling text

PﬂSIFLﬂ e

SRERMUSE: S5t 5 (R -
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